
Please follow the instructions in this manual to obtain the optimum results from this unit.
We also recommend that you keep this manual handy for future reference.
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 Be sure to read the instructions in this section carefully before use.
 Make sure  to observe  the instructions in this manual as the conventions of safety symbols and messages
 regarded as very important precautions are included.
 We also recommend you keep this instruction manual handy for future reference.

Safety Symbol and Message Conventions
Safety  symbols and messages  described  below are used in this manual to prevent  bodily injury and  property 
damage  which  could  result  from  mishandling.  Before  operating  your  product,  read  this  manual  first  and
 understand the safety symbols and messages so you are thoroughly aware of the potential safety 

Indicates a potentially hazardous situation which, if mishandled, could
result in death or serious personal injury.

Indicates a potentially hazardous situation which, if mishandled, could
result in moderate or minor personal injury, and/or property damage.

When Installing the Unit

   Do not  expose  the unit   to rain or an  environment
   where it may be splashed by water or other liquids, 
   as doing so may result in fire or electric shock.

   Use the unit only with the voltage  specified  on the
   unit.  Using  a  voltage  higher  than  that  which  is
   specified may result in fire or electric shock.

   Do not cut, kink, otherwise damage  nor modify the
   power  supply  cord.  In  addition,  avoid  using  the
   power cord in close proximity to heaters,  and never
   place heavy objects -- including the unit   itself -- on 
   the  power  cord,  as doing so may result  in  fire or  
   electric shock.

 Be sure  to replace  the unit's  terminal  cover  after
 connection  completion.  Because  high  voltage  is
 applied to the speaker terminals, never touch these 
 terminals to avoid electric shock.

 Be  sure  to  ground  to  the  safety   ground  (earth)
 terminal to avoid electric shock. Never  ground to a 
 gas pipe as a catastrophic disaster may result.

 Avoid  installing  or  mounting  the  unit  in  unstable
 locations, such  as  on a rickety  table  or  a slanted
 surface.  Doing  so  may  result  in  the  unit   falling
 down,   causing   personal   injury  and/or  property 
 damage.

When the Unit is in Use

   Should  the  following  irregularity  be  found  during 
   use, immediately switch  off  the  power, disconnect
   the  power  supply   plug  from  the  AC  outlet  and 
   contact  your  nearest    dealer. Make no further
   attempt  to operate the unit in this  condition as  this
   may cause fire or electric  shock.
     If  you  detect  smoke  or  a strange  smell coming
     from the unit.
     If water or any metallic object gets into the unit
     If the unit falls, or the unit case breaks
     If the power supply cord is damaged (exposure  of
     the core, disconnection, etc.)
     If it is malfunctioning (no tone sounds.)

   To prevent  a fire or electric  shock, never open  nor
   remove  the  unit  case  as  there  are  high  voltage 
   components  inside  the  unit.  Refer all servicing to
   your nearest   dealer.

ITC

ITC 

 Do  not  place  cups,  bowls,  or other containers  of
 liquid  or  metallic  objects on top of the unit. If  they 
 accidentally spill  into the unit, this may cause a fire 
 or electric shock.

  Do   not   insert    nor   drop    metallic    objects   or 
  flammable  materials  in  the  ventilation slots  of the
  unit's  cover,  as  this  may  result   in  fire  or electric
   shock.
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An all-pole mains switch with a contact separation of at least 3 mm in each pole shall be incorporated in
the electrical installation of the building.

When Installing the Unit

    Never  plug  in  nor remove the power  supply  plug
    with  wet  hands,  as  doing  so  may cause electric
    shock.

    When unplugging  the  power  supply cord, be sure
    to grasp the  power  supply  plug; never  pull on the
    cord  itself.  Operating   the  unit   with  a  damaged
    power  supply  cord  may  cause  a  fire  or  electric 
    shock.

    When moving the unit, be sure to remove its power 
    supply cord  from the  wall  outlet.  Moving  the unit
    with the  power  cord  connected  to  the outlet may
    cause damage to the power cord,  resulting in fire or 
    electric shock. When  removing the power cord,  be
    sure to hold its plug to pull.

  Do not block the ventilation slots in the unit's cover.
  Doing so may cause heat to build up inside the unit 
  and result in fire.

  Avoid installing the unit in humid or dusty locations,
  in locations exposed to the direct sunlight, near the 
  heaters, or in locations generating  sooty smoke or
  steam  as  doing  otherwise  may  result  in  fire  or 
  electric shock.

When the Unit is in Use

    Do not place heavy objects on the unit  as  this  may
    cause   it  to  fall  or  break   which   may   result   in 
    personal   injury    and/or    property    damage.   In
    addition,  the  object  itself  may  fall  off  and  cause
    injury  and/or  damage.

    Make  sure   that   the  volume   control   is   set   to
    minimum  position   before  power  is  switched   on.
    Loud noise produced at high volume when power is 
    switched  on  can  impair  hearing.

    Do not operate  the  unit  for an  extended  period of 
    time with  the sound distorting. This  is  an indication
    of  a  malfunction,  which  in  turn  can cause heat to
    generate and result in a fire.

    Contact your  dealer as  to the  cleaning. If  dust
    is  allowed  to accumulate  in  the  unit  over  a  long 
    period of  time, a  fire  or  damage  to  the  unit  may 
    result.

ITC

  If dust accumulates on the power supply plug or in
  the  wall  AC  outlet,  a  fire  may  result.  Clean  it 
  periodically. In addition, insert the plug in the wall 
  outlet securely.

  Switch off  the  power, and unplug the power  supply
  plug  from the  AC outlet  for  safety  purposes when 
  cleaning  or  leaving the unit unused for  10  days or 
  more. Doing otherwise  may cause a fire  or  electric 
  shock.
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3. FEATURES

     The T-6600 is an advanced matrix controller that combines the functions of a program timer, Mp3 player, and 
programmable audio matrix into a single chassis. Robust and cost-effecive, the T-6600 is convenient to operate.

2. GENERAL DESCRIPTION

=8 inputs: 4 channels audio sources of CD, MP3, Tuner as well as Emergency Alarm.

=16 outputs available of emergency alarm, 4 channels Audio source, CD and MP3 outputs. 

=RJ45 com port and expandable CF card memory.

=Built-in MP3 program player.

=Built-in program timer.

=All zones alarm, separate zone alarm and adjoining zones alarm.

=All zones call out, separate zone call out  and adjoining zones call out.

=All zones BGM, separate zone BGM and adjoining zones BGM .

=Remote paging with remote paging controller.

=Automatic or manual operation.

T-6600
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1.  POWER

     Power indicator  

2.  POWER SWITCH        

     On top of the opening Power         

     Press the end, power shut down

3.  MIC

    MIC input 6.3 Microphone jack input   

4.  MIC VOL

     MIC volume control

5.  MON VOL

      control

6.  AUDIO CHANNELS(1~16)

     (1~16) zone button and zone indicator

5.  MON VOL

      control

6.  AUDIO CHANNELS(1~16)

     (1~16) zone button 

7.  CD

     

8.  SWIFT 1

     Swift 1

SWIFT 2

     Swift 2

10.SWIFT 3

     Swift 3

     

    

Monitor volume

Monitor volume

CD Manual insert button

 button

9.  

 button

 button
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11. NORMAL

       

12. MP3

       

13. RIGHT

      

14. EDIT

      K

15. UP

      

16. LEFT

      

17. DOWN

      

18. LCD SCREEN

19. AUDIO CHANNELS(1~16)

      

W

G

O

R

20. MON

       

      

      

      

      

      

      

    

Local broadcast button

MP3 Manual insert button

Right move button

O /menu button

Add button

Left move button

Reduce button

Zone state indicator

      ink: zone close 

      reen: zone on

      range: zone broadcasting

      ed: zone warning

Monitor button 
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Attentions:
    1. Beacause Intelligent Controller have CPU in it,  if you need turn on or off, please turn on it after 10 seconds 

      after turn off, swift turn on/off is forbidden,in that case it  will be lose the data. 
  2. When the controller is the broadcasting, no mater local broadcast or remote or long-distancebroadcast, system
      buttons are invalidation except broadcasting button, monitor buttons.The other buttons will recover when close 
      broadcast.
  3.When the controller is the warning state, no mater is zone warning or all zone warning, system button is invali-
     dation except broadcast buttons, confirmation buttons, monitor buttons.Allbuttons will recover when close war-
     ning immediately.
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21.COM(1~4)

     T  
22.EM IN

     A

     
23.EM OUT
     
      
     .
24.TM OUT
     Power control
25.CF CARD
     CF card insert slot
26.~230V/50Hz AC POWER INPUT 
27.AC FUSE
28.POWER
     The access of MP3 player insert broadcasts 
     power
     

    

elecom interface RJ45

ll zones warning short circuit signalinput 
interface

Warning short circuit signal output interface, it is use 
to be series control the other warning equipments, 
such aswarning signal generator

short circuit signaloutputinterface

29.POWER

     The access of CD player insertbroadcasts 

     power

30.POWER

    power ou  

     

31.AUDIO OUT A/OUT B

    

32.MP3

     

33.VOLUME IN

     

34.AUDIO IN

     

     

     

     

     

     

    

1-4 program control  sources put

interface

1-16 program  audio sources ouput

Build-in MP3 Volume adjustbutton

1-8 channels audio input volume adjust button

1-8 channels audio input, 1-4 program control 

audio sources input

4.2   REAR  PANEL

22 25 26

2728

1 2 3 4 5 6 7 8 MP3

9 10 11 12 13 14 15 16

VOLUME  IN

AUDIO  IN

AUDIO  OUT A

AUDIO  OUT B CH1(5A) CH2(5A) CH3(5A) CH4(5A) CH6(5A)CH5(5A)

~230V  50Hz

T0.5AL250V

CF  CARD

COM1 COM2 EM 
 IN

 EM  
OUT

  TM
 OUT

RISK OF ELECTRIC SHOCK
DO NOT OPEN

RISQUE DE CHOC ELECTRICUS 
-NE PAS QUVRIRAVIS:

 PUBLIC ADDRESS SYSTEM

SERIAL  NO:

23 24

293031323334
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Main diagram

2: 3: 4:MP3  STOP-10

Next Tue  01 02 03

2007/11/08/2    09 45 02
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5. OPERATION

5.1   MATRIX 
        

THE USAGE OF CONTROLLER 
CENTER

The first: system date, week, special procedure pro-
               cessing symbol, time show.
Example:2007  /01   /01  /6       12      01 01  01
               year month date week special procedure 
               process symbol hour minutes second
The second: the next procedure time and contents
example: next  Sat.        01 02 03      
the third: the state of the current system
MP3 state
MP3         08 -  02   03    20
                       hour   minutes   second
MP3    STOP - 05

zone states 

3: 4:2:
Off Get  

1:

1:

monitor state

1 3 4

MP3  STOP-10

 01 02 03

2007/11/08/2         09 45 02

2: 3: 4:

Next Tue

1:

1   Monitor operation

Press “monitor button” then it can monitor the audio
input signal

Aduio Input Signal 

MONITOR

2005/11 /08 /2      09 45 02

MP3  STOP-10

 01 02 03
2: 3: 4:

Next Tue

1:

     The show data is the number of the input signal.
     Current show       means close the monitor.
     Use screwdriver can adjust to the suitable position.
      Attentions: monitor will switch to the warning signal
     (the eight channel) when system warning.
   
2   Zone manually operation

Only in the main interface state, press related zone 
buttons to adjust the number of the input signal.

CH8

CH16

CH7

CH15

CH6

CH14

CH5

CH13

CH4

CH12

CH3

CH11

CH2

CH10

CH1

CH9

DOWN

RIGHTT

ENTER

LEFT

UP2007/11/08/2        09 45 02

 01 02 03

3 4

Next TueNext Tue

2: 3: 4:MP3  STOP-10 1:

Press     then switch the related audio signal to related
zones.

ENTER

3 4

2007/11/08/2        09 45 02

 01 02 03Next TueNext Tue
2: 3: 4:MP3  STOP-10 1:

small clew: when adjust many zones to the same input 
signal, chose each zone first, the press          ,  process 
uniform audio signal adjustment, Finally press        to 
setting zone.

UP DOEN

ENTER

3   CD insert broadcast operation
Only because intelligent controller is on the main 
interface, it will show CD insert broadcastmenu.

CD
CD  The         Play allCD  The         Play all
MP3  STOP-10

2007/11/08/2        09 45 02

Press                                   , Adjust related unit NO. 
playing ways and items.
Press related zone button, put it in the state of insert 
broadcast.

DOWN LEFT RIGHTUP

CH5

MP3  STOP-10

5
: : :

CD  The         Play allCD  The         Play all

2007/11/08/2        09 45 02

Press      then process CD insert broadcast opera-
tion, switch to the insert CD signal( the 5 channels)
 inputs, then connect the fifth power.

ENTER

DOWN

RIGHTT

ENTER

LEFT

UP

ProcessingProcessing

MP3  STOP-10

5

2007/11/08/2        09 45 02

: : :
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OPERATION

Attention:
    1. When CD is in the interface of insert broadcast,
        if you want to cancel the insert broadcast function, 
        only need to press CD button.
    2. When CD is in the interface of insert broadcast, 
        do not press button in 5 seconds, the system will 
        delete the current functions.
    3. When the control units stop, the fifth channels 
        power will close automatically, then recovering.

4   Mp3 Insert Broadcast Operation

Only on the main menu, Press MP3 insert broad-
cast button, then will show the Mp3 menu.

MP3

MP3 The        Play allMP3 The        Play all
MP3  STOP-10

1

1
2007/11/08/2        09 45 02

2: 3: 4:1:

Press                                adjust related unit no. 
play ways and play items.
Pressing related zonebutton, make it in the chosen 
state.

DOWN LEFT RIGHTUP

CH4

MP3  STOP-10

1MP3 The        Play allMP3 The        Play all
2: 3: 4:1:

2007/11/08/2        09 45 02

Press        , then perform MP3 insert broadcast 
operation, meanwhile, the chose zone will switchto 

thinsert broadcast MP3 signal (The 6  channel signal)
thinput, then get through the 6  channels power.

ENTER

DOWN

RIGHTT

ENTER

LEFT

UP

MP3  STOP-10

ProcessingProcessing

2007/11/08/2        09 45 02

2: 3: 4:1:

   1.When play MP3 menu, if you want to cancel the 
      current insert broadcast function, only needsto 
      Press MP3 insert broadcast button one time again.
   2.When play MP3 menu, if no operation in 5 seconds,
      system will cancel the current functions automatic-
      ally.
   3.When the controller is stop, the 6th channel power 
      will close automatically.
   4.When MP3 unit No. is 1, it means control the inner 
      MP3, at the time, choose the zone and switch it to 
      the first channel, and no changes for the sixth 
      chanel . 

Attentions:

5  Local Broadcast Operation

 Local all zone broadcasting

Only on the main menu, Press          , then use the
local broadcast MIC to speak, or use broadcast wire 
to input broadcasting signal to starting all zone local 
broadcasting. After finish broadcasting,Pressing            
button again, close all local broadcasting.

NORMAL

NORMAL

 Local zone broadcast

One the main interface, Press related zone button

NORMALCH1 CH4

 01 02 03Next TueNext Tue

2007/11/08/2        09 45 02

MP3  STOP-10 2: 3: 4:1:

Press      , then speaking by MIC, or use broadcast
wire to input broadcast signal, starting zone broadcast.

NORMAL

After broadcast, Press       again, close all zone 
local broadcast.

NORMAL

 When broadcasting,if the controller's all build-in power 
 in the close state, the controller willstill send out the 
 short circuit of power distributor, but it will not open 
 build-in power. When close broadcast, power distri-
 butor's short circuit will disappear automatically.

Attentions:

6  Long-distance Broadcast Operation

 After setting the controller, console, or telephone input 
 zone caller, it can achieve long-distance broadcast
 functions.Wiring ways can refer to the above mentioned 
 the connection between controller and call out equip-
 ments please refer to related equipments user manual.

 1.When broadcasting, if all controller build-in power are 
    in the close state, the controller willstill send out the 
    short circuit of power distributor, but it will not open the 
    build-in power, when close broadcast, power distrib-
    utor short circuit will disappearautomatically.
 When connect console or telephone input zone caller
    with the controller,  the terminal broadcast functions 
    will be as zone broadcast functions, but the related 
    operation ways haveno changes. 

2.

Attentions:

7  Swift Key Button Operation

 No,1 swift key  No.2 swift key

Only on the main interface, press              , swift 

key will perform audio source control function 

through the contents of"button setting".

SWIFT 1 SWIFT2

CD The 1            Play all

MP3               

SWIFT 1

SWIFT2

the contents of"button setting"

01The 1

Cancel    OK

Play single

T-66009
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No. 3 swift key can be used to be setting special proce-
dure, only on the main interface, press       ,  special pr-
ocedure will change into the next one, totally four ways 
as below:
 :     no shows, it means do not process the procedure

   : show 1, means the day process special  procedures
: means the second day process special procedures
means the day and the next day process the special 

       procedures
                        

1
2   
12 : 12 :

SWIFT 3

(as for special procedure, please refer to"special proce-
dure process")

MP3  STOP-10

01 02 03

2007/ 11 / 08 / 2  09 45 021 

SWIFT3Next TueNext Tue

8   Warning Operation

 According to system use state, choose all zone war-
 ning or zone warning, onlyone way to choose warning 
 is allowed.
 If only need all zone warning, then it  can use intelligent 
 controller center's build-in all zone warning interface, if  
 only need zone warning (N+neighbor), it need the other 
 fire signal interfaceto achieve. First, please connect 
 base on theabove mentioned.Then, turn on the related 
 warningunits, such as intelligent controller center, war-
 ning signal generator, fire signal interface, audio warn-
 ing player etc.
 If adopt zone warning way, please according to the pr-
 actical needs, in the system setting, put warning ways 
 as the one you want, for the detail,  please refer to the 
 below instructions.At the time,system will in the state 
 of preparing warning. When fire center send the all 
 zone warning short circuit signal to the intelligent cont-
 roller center, intelligent controller center will process all 
 zone warning, at the time,zone's input signal will  switch 
 to the warning music signal (the eighth channel),  mean
 while, intelligent controller inner six channels power will  
 turn on, and have the control power distributor short  
 circuit, control warning signal generator output short 
 circuit signal.
 When fire center send the warning short circuit  signal 
 to the fire signal interface, fire signalinterface will  collect
 the signal then send to intelligent controller center.Cou-
 nting by the system setting of warning ways, and con-
 trol the related zone input signal switch to the warning 
 music signal (the eighth), control the inner 6 power to 
 turn on, then there is control power distributor short cir-
 cuit signal,controlwarning signal generator short circuit 
 output.

When system enter warning state, will show as below

ENTER

Alarming  !  Reset
MP3  STOP-10

2007/ 11 / 08 / 2     09 45 02

2: 3: 4:

At the time,after cancel the warning short circuit  signal, 
press         button then it can close warning, system's 
zone and power can recover the before state.

ENTER

 1.All warning function achieves need to connect the
    short circuit from the fire center.If all zone warning,
    it need fire center to send all zones short circuit to 
    intelligent control center, if zone warning, then it is 
    need fire center to send out zone short circuit sig-
    nal to fire signal interface.
 2.All warning functions achieve need one warning 
    signal generator. If use zone warning, then it needs 
    to achieve different zone warning different warning 
    music signal, then it need one audio warning player.
 3.When use the warning fire signal interface, it  can 
    achieve all zone warning, but it needs intelligent 
    controller center “system setting” setting to “ALL”.

Attentions:

8  Power Management

 1-4 channels can be automatically controlled by 
 system program, system will recover the before 
 state which turn off after system turn on again.
 The 5.6 channel temp insert broadcast power will 
 be on when use temp insert broadcast, but when
 the other units turn off, power will be off automa-
 tically. 
 System does not have memory function.
 The fifth route power is use for CD player,the sixth 
 route power is use for Mp3 player.
 When any route power on of intelligent controller 
 center build-in power, control power distributor 
 short circuit will send out, when intelligent contr-
 oller build-in all power off, control power distributor 
 short circuit will cancel.

    1.When broadcasting,if the controller build-in power
      are on the close state, the controller still  send out 
      the power distributor short circuit, but it will  not turn 
      on the build-in power, when close broadcast,power 
      distributor short circuit will close automatically.
   2.When warning, no matter build-in power is on any 
      state, the controller will open all powers, and send
      out the short circuit signal of control warning signal 
      generator short circuit signal.

Attentions:

10  Zone Management
 Intelligent controller center have 8 input signals
 Among 1-4 channels are programmable signal in-
 puts.

th The 7  broadcast signal input, mix with intelligent 
 control center front panel MIC input signal, and the 
 third of long-distance call audio signal, will form and

th intelligent control center's 7  broadcast signal.
th The 8  alarming music signal input, it is used to be

 play alarming music signal for alarming signal gen-
 erator or audio alarming player.
 

   1.After output Intelligent Control Center build-in MP3 
st      music signal, mix with the 1  audio source signal 

      input, form intelligent control center's first audio 
      source.
   2.Before connect all units, please adjust the volume 
      of the audio source to the least position.Intelligent 
      control center have 16 zone output signal, all  call 
      program control, manual adjustment,temp insert 
      broadcast, broadcast operation, automatic alarming 
      control.
        

Attentions:

T-6600



OPERATION

 Program control, 16 zones stats have memory after 
 manual adjustment, and will recover when power av-
 ailable.
 
 When the intelligent control center on the main menu, 
 its inner procedures will process automatically.
 When the intelligent control center on the main menu,
 its inner procedures will not process,at the time, it can 
 use under the state that needs stop manual control 
 temporarily, if need automatically process control, ple-
 ase back to the main menu immediately.Intelligent co-
 ntrol center take week as the period to process recycle
 procedures, as per “system setting” “week” procedure, 
 if the controller perform the special procedure, it will
 process as per the special requirements.

 

11 Procedure Process Automatically

   if you need stop the automatic process when use in-
   telligent controller, then you can operate the main m-
   enu of the controller.

Small clew:

 Special procedure is aim at the fixed time, but the 
 process date is not fixable.
 such as: when sleet day, school word and rest time is 
 different with the normal one, such as: get up time, 
 morning sports, break time etc. Although sleet day 
 work and rest time is the same, the date is not fixable 
 for each time, at the time, you can perform the special
 procedure.
 Special procedure can setting the day process, or the 
 next day, or the continues two days ( such as the day 
 and the next day) Special procedure show the meaning 
 and setting ways can refer to the above mentioned, 
 swift key operation.
 After setting the Special procedure process, only one
 time is effective, when pass the setting day, you need 
 setting the special procedure again when needing 
 continues special procedure.

 

12 Special Procedure Process

   Special procedure process No.5 procedure
Attentions:

  Only on the main interface, press       button to enter 
  the main menu.

 

13 System Main Menu Operation
ENTER

System setting

Press                    , choose related menu items, 

then press         button to enter the related submenu 
interface.

LEFT RIGHT

ENTER

If you want to exit menu, then press     button to exit
ENTER

 System main menu the “system setting” icon, then 
 press ok button, it will show as below

 

14 System Setting

N

OK

MON WEDTUE THU FRI SAT SUN

N/A N/A2 2 4 1 3

Cancel    

-Alarming  ways

Week

Procedure

   1.All: means the warning signal send by fire signal
      interface, for all zone warning.
   2.N 0: means the alarming signal from the fire
      signal interface, then processing the zone alar-
      ming, when send alarming short circuit signal to
      the N zone , only alarming to the N. Zone.
   3.N 1---- N 4 means the alarming signal from 
      the fire signal interface, then processing the zone  
      neighbor alarming, only alarming to N-1(4)----N+1
      (4).
      Take week for period, process every day's pro-
      cedure's No. automatically. 1----4 means The first 
      to the fourth procedure, “no” means the day's 
      procedure that will not process.
      Up means the number of the week, Down means 
      processing procedure number, use                                            
      to adjust the related times.

Small clew:

DOWN LEFT RIGHTUP

N

OK

MON WEDTUE THU FRI SAT SUN

N/A N/A22 4 1 3

Cancel    

-

 If you want to confirm the current revise, please 
 press      button on the “confirm”position, back
 to “system setting” menu, then back to the 
 systemmain menu.

Alarming  ways

Week

Procedure

ENTER

Press       button on the system menu “button 

setting”,  it will show as below,

 

15 Button Setting

UP

DOWN

RIGHTLEFT

ENTERCD  The 1         Play all

MP3               01The 1

Cancel    OK

Play single

The first row: means No.1 swift key function
The second row: means No.2 swift key function
It must including unit type, unit number, playing 
ways, channel when setting each function.Use
                  button to adjust related items.

 

DOWN LEFT RIGHT

UP

FUNC 1 FUNC 2MP3               01The 1

Cancel    OK

Play single

Not settings,please select the units first

Before confirm the revised contents, please press
        button on the confirm position, press "button 
setting" menu to exit, then back to the system main 
menu. 

Before cancle the revised contents, please press         
       button on the confirm position, press "button 
setting" menu to exit, then back to the system main 
menu. 

ENTER

ENTER

 Press         button on the system main menu 
 “Time Setting”, it will show as below.
 

 

16 Time Setting
ENTER

ENTER

T-660011
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ENTER
2007- 10- 03          MON2007- 1 03          MON

11: 24: 04

Cancel    OK

 Use                       button to adjust year, month, date, 
 minutes, seconds separately.
 
 

LEFT RIGHT UP DOWN

DOWN

RIGHTLEFT

ENTER2007- 02- 10          MON2007- 02           MON

05: 12: 02

Cancel    

UP

OK

If you want to confirm the current revised, please      
button on the “confirm”, back from “time setting” menu, 
then back to the system main menu. 
Cancel the current revise, press        button on the
“cancel”back from “time setting”, then back to system 
main menu.

ENTER

ENTER

 Press     button in the system main men “edit procedure”,
 if there is no procedure.
 

 

17 Edit Procedure
ENTER

11Procedure    The Step

Add ExitCancel Cancel all

 If there is procedure contents, it will show as below.
 

    1 --  2 --   3     4 --

0011Procedure    The

Power

Step

Add ExitCancel Cancel all

Use                         to adjust related steps, when 

zone stated is  "-"means procedure keep the 

original state, as the      means close the zone.

DOWN LEFT RIGHTUP

when power stated is  "--" means procedure keep the
original state, as the        means close the zone.as the
      means close the zone.

   1.Choose the related procedure no. then add or reduce 
      related procedure steps, then it can review all  the 
      procedures.
   2.Choose related procedure, adjust the steps to the one
      you need to revise, then it can revise the next steps, 
      such as time, equipments etc.

Review procedure:

   Choose related procedure no. choose add, then press     
         , then it can addnew procedure, then base on the 
   before ways to revise related steps.

Add procedure:

ENTER

   Choose related procedure no. adjust procedure steps 
   to the one you want to delete, choose delete then press        
        , then it can delete the step you want to delete.

Delete procedure:

ENTER

   Choose related procedure no., then choose "all delete" 
   then press        , then it can delete all  the procedures

cancel all procedure:

ENTER

   Choose exit then press ok button, then exit  edit 
procedure munu, then back to system main menu.
Small Clew: when setting different zones, if all zones
state are one symbol, then it only need to adjust one 
zone, and press       on the position for the zone, 
then it can change all zones to one kind of state.

Exit:

ENTER

 1.Intelligent control center show "the XXX steps"Only 
    for the show function, when add or revise procedure, 
    intelligent controllerwill adjust automatically, and will 
    show wrong steps, it belongs to the normal situation, 
    steps will adjust automatic when enter " edit  interface".
 2.When the controller is on the below menues, it means 
    the procedure have reach to 200 steps, add the extra 
    procedures is not allowed, or it means the total steps 
    have reached to 512 steps, there have no save places 
    available. 

Attentions:

1.MP3 songs save only support CF card, please not 
   use the other save card.
2.Intelligent Controller Center only support file system 
   as FAT12\FAT16\FAT32 format CF card, do not 
   support NTFS\NTFS5.0 format etc. So please att-
   ention when use format CF card.
3.Please use professional CF card equipments to 
   connect computer whenchange CF Mp3.
4.Intelligent controller only support MP3 format songs,
   do not support the others.
5.All MP3 songs must sale on the CF card directory, 
   please do not put on the subdirectory, or you can not
   see it.
6.MP3 songs order is base on the copy time, such as 
   the the first, the second, the third etc.
7.Intelligent control center support 99 songs. Each 
   song can up to 99 minutes and 99 seconds.

 

17 MP3 Songs Save and Management

5.2     CF CARD READ-WRITE WARE USAGE

User attentions items
1.If you connect the read card on the computer USB
   terminals, system can not find the new hardware, 
   please open the USB control in the BOIS.
2.Please insert the memory care, it can not confuse.
3.Please do not take out the read card when it is 
   working or it will lose the information or even make 
   the system paralysis.
   WindowsME/2000/XP install windows drivers
 Installation instructions
For  window98/se
1.Start you computer
2.Put the CD in the CD room
3.Use related Win98 drive install procedure
4.Put the read card connect with your computer 
   USD terminal
5.It will show related drivers symbol

T-6600
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5.3    NORMAL FAULTS EXCLUDE

  LCD no display

 Press button 
 is useless

 MP3 can not play

Monitorno music 

 Program output 
 has no power 
 output

Insert broadcast 
power no output

1.No electricity        
2.Power is off
3.Fuse is break
4.The condition temperature is too low

1.Press wrong buttons
2.On the broadcast or alarming state
3.The other buttons are on the Pressed 
   down state

1.No installation CF card
2.CF card files system format is wrong
3.CF card have no music
4.CF card music format is wrong
5.Play items is bigger then save items
6.There is " stop" control when edit the time

1.Monitor volume is close
2.Monitor channel have no music signal

1.No program control on

1.No insert operation
2.Process the " stop" insert operation

Fault Situation    

 Output have 
 no music

1.Wrong connection of input and output 
   signal wire
2.Audio sources units have no music signal 
   output
3.Input music volume is close
4.Output zone have no right switching 
   signals
5.Amplifier is off the volume of the amplifier 
   is close

Sound is
abnormal

1.D
2.C

istortion sound
luster sound

  Fault Analysis                                                                                                                  Exclude Ways

1.Put through power
2.Turn on the switch
3.Change the fuse
4.Change the units working environments

1.Enter into related operation interface, 
   then operation
2.Waiting for the recover broadcasting or 
   alarming. then operation 
3.Loosen the Pressed button, then operate 

1.Right way to install CF card
2.Chose right CF card
3.Copy MP3 music files
4.Delete the files which are not MP3
5.Play the right songs
6.Delete the" stop" program

1.Use right net wire to have correct 
   connection
2.Operate related sound units, make them 
   have music
3.Adjust the volume slowly, make it have 
   music
4.Right switch to the zone input signal
5.Turn on amplifier
6.Adjust the amplifier volume

1.right program control then turn on

1.Only right insert operation can has 
   electricity.
2.Automatic turn off after process "stop" 
   insert operation.

1.Adjust the volume slowly.
2.Switch to the other input signal then 
   monitor

1.Adjust the input signal volume to small

1.Because the unit has no anti-jamming 
   circuit, the socket have 110V voltage 
   exist after turn off, the voltage can offer 
   little electricity, it can not offer the power 
   to the units, meanwhile please pay 
   attentions your safety.

1.Belongs to the normal situation
 Power output 
 socket always
 have electricity

 Power distributor

1.Wrong connection
2.Power distributor key is on the "ON" 
   position
3.Power distributor state switch is on the 
   left position
4.The unit is off, no broadcast and warning

1.Use correct connection 
2.Twist the key to the "off" position
3.Move to the right position
4.There is one power unit power on,  
   broadcasting or warning, then the power 
   distributor can be on, please have a 
   correct operation.

T-660013
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 It can not local 
 broadcast

1.No insert local MIC, or no muisc enter the 
   seventh channe.  
2.MIC volume or the seventh channel signal 
   volume is close. 
3.zone does not switch to the broadcast 
   channel( the 7th)

1.Insert MIC on the local MIC input
   interface or send music signal to the 7th 
   channel. 
2.Adjust the volume carefully. 
3.Switch to the 7th channel.

1.Local units are in the broadcasting state, 
   the other broadcast is not allowed
2.Local units are in the warning state, long-
   distance broadcast is not allowed
3.Console zone no. is bigger then the 
   biggest zone numberof the local unit.

1.Waiting for the broadcast recovering 
   before new broadcast.
2.Waiting for the warning recovering before 
   broadcast.
3.Call right zone.

It can not call out

 Console have 
 no sound

1.Wrong connection between net wire and 
   consoles
2.The console volume is close

1.Use right net wire to connection
2.Open the console volume slowly

 Long distance 
 broadcast sound 
 distortion

1.

2.C

Check the first net wire 5\6\7\8 core of 
   rear panel of the console

heck the connection order of the units

1.C

2.R

ut the first net wire 5\6\7\8 core of rear 
   panel of the console.

efer to the above wiring diagram

It can not zone 
warning

1.No warning short circuit signal input
2.Wrong connection between the units and 
   warning interface. 
3.Warning zone NO. is bigger than all unit's 
   zone NO.

1.Use right short circuit signal
2.Use right net wire to connection
3.Zone warning correctly

5.4   T-6227\T-6228 \T-6229 AUDIO SOURCE 
        ADDRESS CODE SETTING 

Audio source
Address code 

1

2

3

4

5

6

7

8

1 2 3 4

1 2 3 4

1 2 3 4

1 2 3 4

1 2 3 4

1 2 3 4

1 2 3 4

1 2 3 4
DIP ON

DIP ON

DIP ON

DIP ON

DIP ON

DIP ON

DIP ON

DIP ON

1

2

3

4

5

6

7

8

1 2 3 4

1 2 3 4

1 2 3 4

1 2 3 4

1 2 3 4

1 2 3 4

DIP ON

DIP ON

DIP ON

DIP ON

DIP ON

DIP ON

1 2 3 4
DIP ON

1

2

3

4

5

6

7

8

1 2 3 4

1 2 3 4

1 2 3 4

1 2 3 4

1 2 3 4

1 2 3 4

1 2 3 4

1 2 3 4
DIP ON

DIP ON

DIP ON

DIP ON

DIP ON

DIP ON

DIP ON

DIP ON

Diagram
Audio source
Address code Diagram

Audio source
Address code Diagram

The address code 
is invalidation 

T-6227 T-6228 T-6229

 1.
    

 
   

 -
   - - -

 
    

Intelligent Control Center Inner MP3 tolerant units number is the first one, please do not repeat when 
setting the address code for the other MP3 units or it can not be controlled .

2.Before connection, please adjust the audio source units'  volume to the least, then adjust the suitable 
position after the testing. 

3.Net wire input/output wiring orderIntelligent Control Center left  net wire (COM1) Call Out Controller any 
one ofthe two ( COM)Telephone Input Zone Caller'S rgiht (COMOUT) firesignalfire signal the others 

   controlled audio sources units.      
4.Before connection, adjust the call equipments' volume to the least, such as console,telephone input 

zone caller,adjust the volume to the suitable position as per practical status when testing.
5.Between Telephone Input Zone Caller and Fire Signal Interface,Cut the core 5.6.7.8 .

Attentions:

T-6600
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